
SPECIFICATIONS SHEET ITEM #

ANS I IS EA-105
∙ ∙ ∙ Cut Level- NR

∙ ∙ ∙ Abrasion Level- NR

∙ ∙ ∙ Puncture Level- NR

∙ ∙ ANS I IS EA-138

∙ ∙ Impact Level- NR

Compos ition

∙ ∙
∙ ∙ Cotton Canvas

∙ ∙

∙

Additional Information

Unit of Sale- 1 DZ 65% Polyester, 35% Cotton
Wash using warm water and commercial laundry 

detergent.  Water temperature not to exceed 
122°F/ 50°C.  Air-dry or tumble-dry with no heat

Case pack- 10 DZ

Country of 
Origin-

China

Warning: Cancer & Reproductive Harm- 
www.P65Warnings.ca.gov

Available 
Sizes-

L

Band Top 

Light Heat

Baking

Drilling Operations

Construction

Food Production

Bakeries 

FoundriesMaterial Handling

Ordering:

Food Contact 

∙ Cotton provides comfort and breathabilty.

∙ Band Top for easy don and do�ng of the 
glove especially if your hand gets too hot.

Oil &Gas

Applications : Indus tries : Certifications /Ratings :

4005G

Key Features  & Benefits :

∙ Hotmill gloves provide protection from 
moderate heat applications.

4005G
Natural Color, Regular Weight Hotmill, 100% Cotton, Band 
Top



PACKAGING SPECIFICATIONS ITEM#

Item Number                                
UPC Inner UPC Case UPC

Case         
L (In)

Case           
W (In)

Case           
H (In)

Weight           
(lbs)

4005G 196852109258 50196852109253 TBD TBD TBD TBD

4005G

Item Number

Packaging Dimensions

4005G

Natural Color, Regular Weight Hotmill, 100% Cotton, Band Top
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